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THE ENVELOPE REQUIREMENT  APPLIES TO ALL
FEATURES OF SIZE UNLESS OTHERWISE STATED.
SEE ISO 14405-1 FOR DETAILS.

RELEASE 
STATUS

THIS DRAWING IS THE PROPERTY OF STFC AND MAY 
NOT BE COPIED OR USED FOR ANY PURPOSE OTHER 
THAN THAT FOR WHICH IT IS SUPPLIED WITHOUT 
THE EXPRESS WRITTEN AUTHORITY OF STFC.
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REF DRG No. DESCRIPTION QTY REMARKS

1 001-17045 M6 PNEUMATIC CONNECTOR SMC-KQ2H06-M6A 1

2 001-17244 LOCATING PIN 1 DIA x 3 LG - MISUMI SFKS-D1-L3 14

3 318-10089 FPC VACUUM JIG CAPPING PLATE 1

4 318-10100 FPC 1

5 318-10102 FPC JIG PLATE 1

6 318-10103 FPC VACUUM JIG SEALING GASKET 1

7 HCS-025-008 M2,5 x 8 LG HEX CSK HD SCREW 12
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*ITEM 4 SUPPLIED BY OTHERS

*ITEM 2.
LONGER PINS CAN BE
USED IF PREFERRED
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