
Discussion items (WG4 chair interest)
• What parameters are to be cared in designing cavity and cryomodule for stable beam 

operation ? (What is the present status for high current ERL ?)
– HOM suppression is essential for high current beam. How much current can be 

circulated in design ? HOM damper/coupler limit at present ?
 HOM damper Cornell/KEK/Jlab/EURO‐XFEL , HOM coupler KEK/BNL works well ?

– Epk/Eacc can be lower for F.E suppression.  Can Epk/Eacc < 2 with HOM suppresion?
– QL vs michrophonics discuss in LLRF session ?
– How much high power can fed to the beam of high current especially injector 

cryomodule power coupler. 
 Cornell 50kW/coupler ,KEK 40kW/coupler 1.3GHz, BNL 500kW/coupler 700MHz

• What is the optimum CW operation field with High‐Q for a long time ?
– At present, 15‐20MV/m and Q0=(1‐3)*10^10 desired
(LCLS‐II : 1.3GHz, 9cell, 16MV/m, Q0=2.7*10^10 (N2‐dop), 300uA) 
(CEBAF :  1.497GHz, 7cell, 19.2MV/m, Q0=8*10^9. more than 10 uA)

– How long high‐Q was kept and how much degradation ratio? (CEBAF 1‐2%/year)
– Q0 degradation was stopped or not during beam operation ? (KEK seems to stop)
– What is the real performance of cryomodule not the V.T especially including the mass 

production phase ? (F.Furuta said V.T  cryomodule works well @Q0=2*10^10)
(Comparison between V.T and cryomodule performance EURO‐XFEL 20% degradation)



merit demerit application comments

HOM 
coupler

*use at TESLA
*keep clean

*angle 
dependence
*stop band
*connector
heating 
(development)

*TESLA cav
*cERL
*LCLS‐II
*BNL

*10mA can expected 
more higher is 
difficult ? 

Beamline 
damper

*no position 
dependence
*good frequency 
dependence
*expect strong 
abosorption

*against crack 
(fragile of 
material)
*slightly difficult 
string assembly 
to keep clean ?

*cERL
*Cornell
*Euro‐XFEL
*(KEKB)

*If works well, this is 
desirable for 100mA.

Waveguide 
damper

*slightly good 
absorption 
compared to HOM 
coupler
*good packing 
factor

*large thermal 
static loss come
from waveguide

*J‐lab
*HZB

*Position of HOM 
damper (room 
temperature ? 80K? )

HOM damper/coupler list (What’s progress from ERL2013)


